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HEART OF THE SYSTEM. The PVI-X90 is 
a feature rich machine for both integrators 
and presenters. Appropriately nicknamed 
the Heart of the System, this model 
not only provides the power to focus 
audience attention with colorful markings 
and pointers, it’s also a video scaler and 
distribution amplifi er. Adding the available 
options gives you the power of an audio 
follow video switcher, audio pre-amplifi er, 
and A/V remote controller system: ALL-
IN-ONE BOX! Life becomes much simpler: 
confi guration and hook-up are a snap, 
many video formats are reduced to one, 
audio follows video, inputs can be sent 
to 4 outputs, and you can control A/V 
devices. Money is saved: fewer cables and 
components, less time interconnecting 
equipment.

GET YOUR POINTS ACROSS. In 
classrooms, boardrooms, courtrooms, or 

anywhere points are made using video and/
or computer technology, Pointmaker video 
markers are essential. They not only direct 
attention where it’s needed most, but also 
enhance images through brightly colored 
markings.

AVAILABLE OPTIONS. COMM-4A: Adds 4 
additional COMM ports to the existing 2 and 
audio follow video switching. This option 
adds 6 stereo inputs and 4 stereo outputs. 
(One audio input/output for each video input/
output.) The Pointmaker can also be used as 
a simple audio pre-amp with master audio 
input gain levels or individual inputs that are 
easily adjustable using the digitizing tablet or 
menu system. Individual inputs and master 
gain can each be adjusted from –51db to 
+9db.  COMM-8: Adds 8 additional COMM 
ports to the existing 2. 
 

PRODUCT OVERVIEW

PVI-X90
Presentation System

F E AT U R E S

♦ Annotates images 
with multicolored 
pointers and mark-
ings

♦ Scales low-reso-
lution, interlaced 
video into high-
resolution computer 
video

♦ Switches 6 au-
dio/video inputs 
to 4 selectable 
outputs(optional)

♦ Feeds up to 4 high-
resolution display 
devices

♦ Reduces component 
and cable clutter

♦ Saves time and labor 
in confi guration & 
hook-up

♦ Saves rack space

♦ Standard Pointmaker 
Features:
- Freehand drawing
- 12 pointer types
- 3 line widths
- 7 colors

H e a r t  o f  t h e  S y s t e m
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VIDEO INPUT (NTSC/PAL) (2) Composite, (2) S-Video (Y/C), (2) VGA compatible (pass through)

   INPUT ASPECT RATIOS 4:3 Normal

   SCALED TO OUTPUTS 640 x 480, 800 x 600, 1024 x 768, 1280 x 1024  @ 85 Hz

VIDEO OUTPUT

   SVGA (15-pin HD) Video signal:  RGB 0.7Vp-p analog; up to 71.7 kHz. Scaled resolution up to 
1280 x 1024, pass through most resolutions up to 1600 x 1200. Separate 
horizontal and vertical sync signal (TTL level positive/negative).

BANDWIDTH Video signal: 200 MHz.

AUDIO 23.26Ω input impedance, 120Ω output impedance
6 inputs, unbalanced stereo, 20 Hz to 20 kHz, ±0.5dB
input gain adjustment -51dB to +9dB (adjustable per input)
4 outputs, unbalanced stereo

POWER SOURCE 100-120/200-240 VAC (50/60 Hz)

CURRENT .5 AMP/.25 AMP 

POWER CONS. 50/60  watts

OPERATING TEMP. 34° F to 131° F   (0° C to 55° C).

DIMENSIONS Standard
17.0” (W) x 3.75” x 14.0” (D)  43.2 cm x 9.5 cm  x 35.6 cm
With rack-mount option
19.0” (W) x 3.5” (H) or two rack units x 14.0” (D)  48.3 cm x 8.9 cm  x 35.6 cm

APPROX. WEIGHT 9 lbs. (4.05 Kg)

WARRANTY One (1) year parts and labor.

B A C K  P A N E L

www.pointmaker.com

..."add a little zap to 
your presentation." TM

TM

P V I - X 9 0  S P E C I F I C AT I O N S

Back Panel of Pointmaker PVI-X90 w/COMM 4A
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USB

COMM ports 1 and 2
 (for controllers/markers)

are standard


